
Checklist for Type 1 asbestos work procedures 

 
Date: Start Time: End Time: 

Location of Work: 

Type of work: 

Name of Workers: 

Supervisors name: 

NOTIFICATION AWARENESS 

The manager of the space where Type 1 operations are going to be 
performed has   been notified (if applicable)  Yes      No      N/A 

Workers have checked the Asbestos Data webpage (inventory) and 
received appropriate asbestos instruction and training.  Yes      No      N/A 

PREPARATION OF THE WORK AREA 

Work area isolated from adjoining areas to prevent the spread of dust 
using:  
-Posting signs for a Type 1 operation is not a legislative requirement, 
signage is useful for preventing others from approaching the work 
area  
- Polyethylene drop sheets for dust control, extended at least 3 feet 
beyond the line of work 
Whenever possible Type 1 activities should be done without occupants 
present. 

 Yes      No      N/A 

EQUIPMENT 

HEPA Vacuum c/w hoses and fittings 
 

6 Mil Polyethylene 
 

Sprayer 
 

Asbestos Waste Receptors 
 

Cleaning Tools - Sponges, mops, buckets, cleaning cloths, wire brushes, scouring pads 
etc.  

Duct Tape 
 

Respirator with HEPA (P100) filters 
 

Protective Coveralls and boot covers (Tyvek) 
 

Caution Tape 
 



Utility knife 
 

Signage (Type 2 work) 
 

PPE –Personal Protective Equipment appropriate for work - Hardhat, work boots, 
safety glasses, etc. 

 

WORK PRACTICES 

Put on the required PPE.  Use of personal protection clothing and 
respirators, as is recommended for Type 1 activities: Disposable 
Tyvek coveralls with footwear and hood, a minimum of half-mask 
respirator with HEPA (P100) filter with current fit testing (2 years). 

 Yes      No      N/A 

Visible dust removed from the work area or surfaces of non-friable 
ACM by HEPA vacuuming or damp wiping. Note: Compressed air can 
not be used. 

 Yes      No      N/A 

Control the spread of dust (placed down drop sheets) if applicable. 
 Yes      No      N/A 

The product to be worked on has been wetted (unless wetting 
creates a hazard)  Yes      No      N/A 

COMPLETION OF OPERATIONS 

HEPA vacuum and wet clean all surfaces in the work area, including 
all reusable tools and equipment, before leaving the 
enclosure/work area. 

 Yes      No      N/A 

Non-reusable materials, including polyethylene, tape, and cleaning 
cloths are carefully bagged as asbestos waste. 

 Yes      No      N/A 

HEPA vacuumed or damped wiped footwear, clothing, equipment, 
etc. 

 Yes      No      N/A 

Washed hands and face before leaving the work area  Yes      No      N/A 

WASTE TRANSPORT AND DISPOSAL 

Asbestos waste double bagged in yellow asbestos polyethylene waste bags (6 mils) was 
identified as such. Outer bag sealed with duct tape, and HEPA vacuumed, or damp wiped on 
the external surface. Asbestos waste is disposed of in designated dump containers. External 
contractors arrange their asbestos disposal. 

 

COMPLETED BY: 

SUPERVISOR: 

 
 

 


